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sensor stand alone
DOORPASS - 2 READER STAND ALONE CONTROLLER

DoorPass - 2 Reader 
stand-alone controller
Quick and simple to install and use

Once installed, a very simple programming process allows the system

operator to record cardholders in an instant, even without knowing the

card code. A friendly user dialogue on the LCD display helps users

during the programming process. Cards may be erased even if lost. 

Multi Technology: The system doesn’t need any dedicated access card

or reader: you can use most security industry standard types. The system

is compatible with any card technology: Magnetic (even any credit card),

Wiegand 26 bit, Biometric, Proximity, Touch, Barcode, Radio etc.

Two readers / One or two doors with Anti-pass back: May control

one door in two directions (entrance and exit) with anti-pass back

feature, or two separate doors. 

High Security: For higher security, the controller is installed inside the

building, and can be up to 100 meters from the readers.

Total Upgradability: A simple change of a microchip is all the is required

to upgrade the system for use with GuardPoint software as part of a PC

based system.  

Report: Reports of the last 1000 transactions may be performed

through the RS232 port.

Door Monitoring: When the door is forced or left open too long, an

alarm is raised via the alarm output relay. 

ORDERING INFORMATION

PART NUMBER DESCRIPTION

D-PASS 2-reader stand alone controller, 2000 user

KIT 1 1 x DoorPass, 1 x RF Tiny and 10 x key tags

KIT 2 1 x DoorPass, 2 x RF Tiny and 10 x key tags

Features

• Quick and simple to install and use

• Two reader (one or two door) controller

• Mount the readers up to 100m from the DoorPass

• Compatible with any card technology

• Stores 2000 Users and 1000 time stamped transactions

• Anti-passback facility as standard

• Door Monitoring

• Easily upgradeable to a PC based GuardPoint system.  

• Very low cost

• Ideal for small installations that may wish to expand in the future.  
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